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The makers of Leadax 
have come up with a lead 
alternative that is better 
than the original
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Leadax is made of a 
circular material and is fully 
recyclable. That makes it 
a 100% sustainable product
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Makkelijk en snel 

Antidiefstal
Geen restwaarde.

Gecertificeerd Duurzaam
Na 30 jaar recyclebaar

Betaalbaar

Niet giftig
Bevat geen zwaar metaal en is 

dus onschadelijk

Diverse kleuren
Leadax is te verkrijgen in 

alle kleuren

Lange levensduur
Leadax heeft een extreem lange 

levensduur

Langere rol- lengtes
 (tot 12 meter) 

Niet loodzwaar Flexibel
Flexibiliteit blijft altijd behouden

Oók bij lage temperaturen.

/ +1000C-500C

Circulaire grondstof
De basisgrondstof is ongebruikt PVB 

restmateriaal, residu van de productie van 
gelaagd glas (bijvoorbeeld autoruiten)

Add colour to your design

Leadax comes in lead grey as standard. However the product is also 

available in black, roof tile red and different colours are available, 

such as copper.

Durable

Leadax has the same natural look as traditional sheet lead, however 

it leaves no staining on roof tiles or masonry. The life expectancy is 

at least 20 years. 

Certifi ed

Leadax has been certifi ed by BBA & KIWA.
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Using Leadax
FROM CAVITY WALLS TO CHIMNEYS

Leadax can be used as a water barrier in (cavity) walls and 

under casings.  

At the intersection between chimney bases and roof tiles.

At chimney fl ashings to provide a water barrier.

Leadax can be applied to the base of dormers and skylights 

as a waterproofi ng layer and at the joint between dormer 

side walls and tiled roofs.

As a watertight connection between an outside wall and an 

extension. Use Leadax masonry clips to attach Leadax to 

masonry joints.  

Leadax can be used as valley gutters and waterproofi ng on 

the ridges of (tiled) roofs.
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  Leadax can be used at temperatures as low as  -20˚ C

  Use a sharp knife or Leadax scissors to cut the product to size. 

The back of the product is covered in removable fi lm with a handy 5x5 cm 

grid to make cutting the product to size simple and effi cient.

  The product can be attached to masonry joints with Leadax 

fi xing clips.

  After application, remove the protective fi lm from the top and bottom sides 

of the product. 

  If Leadax is used in masonry joints, you can leave some of the fi lm on the 

top side of the product in place until after the pointing, so you have a clean 

end result with no mortar on the product.

  Use the Leadax roller to wrap the product around the base of roof tiles or 

to mould it around details.

  In areas that are extremely windy or where strong winds are expected, 

we recommend fi xing Leadax in place with Leadax Sealant.

  If you want to create an overlap, use at least 60 mm of 

Leadax Sealant.

  Leadax is suitable for hot-air welding. Depending on the ambient temperature 

and the temperature of the product and base material, the recommended 

welding temperature is 400°C. First make a test weld to create a seam of 

the required thickness. The recommended overlap is 60 mm. Use the Leadax 

roller to compress the weld.

  Download the datasheet at leadax.com

Application tips
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Leadax Sealant  
All-purpose adhesive for fi xing Leadax to the 

base material or for overlapping.

Leadax fi xing clips   
For use with above-ground masonry. 

Leadax fi xing clips allow you to attach Leadax 
into masonry joints quickly and easily.

Leadax roller  
Mould Leadax around roof tiles or diffi cult 
details. Easy to use for professional results.

Leadax scissors  
Cut Leadax to size quickly and easily. 

Accessories

Leadax fi xing clips   



leadax.comleadax.com

Quick and easy 

No scrap value Certified Sustainable Affordable

Non-toxic Range of colours Durable

Longer roll lengths Lightweight Flexible

/ +100°C-50°C 

Circular material

Leadax is the fi rst lead alternative in the world with the same 

unique properties as traditional lead. Leadax is not harmful to 

health or the environment. A new generation of lead alternative 

which is not only easier to use but also easier on your pocket.

Offi cial dealer:


